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   GEL SEAL  
Liquid 

 

GEL SEAL L is an polymer capable of absorbing water in order to decrease the 
flowabiity of the ground in which it is injected, or it forms in conjunction with Drilling-fluid 
a stabilizing plug / sealing in lost circulation zones. Especially in gravel grounds. 

Once the polymer has absorbed water, it can be released only by chemical action and 
not by squeezing the ground. 

GEL SEAL L can absorb 200 time its own weight in water. 60% of hydration is 
reached in 15 minutes approx. The Viscosity of the product can easily be adjusted by 
adding vegetable oil. 

APPLICATION: 

GEL SEAL L can be used in several applications: 

- Lubricant for pipe jacking: Improve the lubricating power of traditional polymer 
fluids. 

 
- Sealing for lost circulation: Carried by the mud into the fractures and voids of  
     permeable ground, increasing volume and avoiding 
     any lost circulation. 
 
- Disposal of waste fluids: Added to aqueous wastes, it transforms them into a 
     solid mass that can be easily removed. 
 
- Tunnelling:   Inject into the pressure chamber or in the screw to 
     change the consistency of the soil from liquid to  
     plastic. Add to the pressure chamber before  
     prolonged stoppages in order to avoid finding the 
     chamber full of liquid material on start-up. 
 
 
Applications 
 
● HDD- Drilling 
● Micro tunnelling 
● Coring 
● Disposal 
 
 
 
Packaging: 
 
25 kg Kegs 
200 kg Drums 
 
 
 

 

 
Advantages 
 
● reduces losses of mud 
● sealing of low consolidated, porous  
   formations 
● minimises sticking tendencies 
● provides lubricity  
● reduces liquid waste volume 
 
Dosage: 
 
Depending on losses or total losses, 
product can be injected into fluid 
stream or spotted as a pill down hole. 
See details on drum / keg. 


